
Wavy

Wavy changes the line type and randomizes spacing and overshoot of selected lines
within a DataCAD drawing to produce a hand-drawn look.

1. Choose Wavy from the Toolbox menu. The following options appear:

All
LineType
RndSpac
SpacRnge
Spacing
RndOsht
OshtRnge
OverSht

2. Select the line type you want to apply to selected entities; the default line type is
Wiggle.

3. Use RndSpac to randomize line spacing.

4. Use RndOsht to randomize overshoots. Overshoots give drawings an architectural
look, causing extensions to appear at line intersections.

5. Choose All from the Wavy menu to select all visible entities or choose a selection
menu option, and select the entity(ies) on the drawing to change and/or randomize.

The line type, spacing, and/or overshoot of the selected entities changes based on the
chosen settings.
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Hidden line drawing before applying Wavy macro
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Hidden line drawing after applying Wavy macro

Select All Entities (All)
Use All to change all entities on the visible layers of the drawing.

Wavy Line Types (LineType)
Use LineType to choose the line type you want to apply to the selected entities.

Randomize Line Spacing (RndSpac)
Use RndSpac to randomize line spacing by entering minimum and maximum random
line spacing values. RndSpac is on by default. If RndSpac is off, SpacRnge toggles to
Spacing to enter a specific, fixed, line-spacing value.

Line Spacing Range (SpacRnge)
Use SpacRnge to set the range for random line spacing. Choose or type the minimum
and maximum random line-spacing values and press (Enter).
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Line Spacing (Spacing)
Use Spacing to set a specific line spacing value. Choose or type the line spacing value
and press (Enter).

Randomize Overshoots (RndOsht)
RndOsht randomizes overshoots and is toggled off by default. Use OverSht to enter a
specific overshoot value when RndOsht is toggled off. When RndOsht is toggled on,
use OshtRnge to enter the minimum and maximum random line overshoot values.

Overshoot Range (OshtRnge)
Use OshtRnge to set the overshoot range when RndOsht is toggled on. Choose or type
the minimum and maximum random line overshoot values and press (Enter).

Line Overshoot (OverSht)
Use OverSht to set a specific overshoot value. Choose or type the overshoot value and
press (Enter).


